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Teleconm Relay

MAIN FEATURES

[ DIL pitch terminals.
[ Contactarrangement: 2 Form C.
[J Conforms to FCC Part 68 2.5kV Surge and Dielectric 1500VAC;

[ High contact capacity 2A/30VDC;

APPLICATIONS

[0 Application for Telecommunication Equipment, Office Equipment,Security
Alarm Systems, Measuring instruments, Medical Monitoring Equipment, Audio

Visual Equipment, Flight Simulator,Sensor Control.

ORDERING INFORMATION

Type
Nominal Coil Voltage : 3V, 4.5V, 5V, 6V, 9V, 12V, 24V

@ = = D = @7 RoHS Compliant
|

Add suffix "R" for RoHS compliant
only use for order identify

Terminal Shape : not use for safety certified

Nil : DIP
S : SMD

Operating Function :
Nil : Single Side Stable

L: 1 Coil Latching

K : 2 Coil Latching

DIMENSION (unit:mm)
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1.Tolerance £0.5mm on all dimensions unless otherwise stated.
2. Tolerance £0.1mm on PCB DRILLING dimension unless otherwise stated.

DRILLING(unit:mm)

WIRING DIAGRAM
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Coil N.C COMN.O
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COIL DATA CHART (at 20°C )

o
Coll Coll Valtage Nominal | Coil Resistance | Coil Power P'fé,‘g'é]"ﬂ;ige “eﬁa[fa"':faage Coil Voltage
Sensitivity Rated (VDC) Current (mA) (Q +£10%) (W) (75% of rated vo.ltage) (10% of rated vc;ltage) (VDC) Max.
3 46.7 64.3 014 | 2.25 03 45
a5 310 s 0| 33 ok 67
" y 5 28.1 178 0.14 375 05 75
5‘“5‘-}':}:\1'“ 5 234 257 014 450 06 90
9 15.5 579 0.14 6.75 0.9 135
12 1.7 1028 0.14 9.00 12 18.0
24 8.3 4114 0.14 18.0 24 36.0
3 33.3 30 0.10 2.25 -2.25 45
45 2.2 203 0.10 3.38 -3.38 67
. 5 20.0 250 0.10 375 -375 15
Laltgf:;;g 5 16.7 30 0w | 450 -4.50 9.0
9 111 810 0.10 | 6.75 -6.75 13.5
12 8.3 1440 ow | 200 -9.00 18.0
H] 4.2 5760 0 | 18.0 -18.0 36.0
3 66.7 45 0.20 225 2.25 45
45 445 101 0.20 3.38 3.38 6.7
5 40.0 125 0.20 375 375 75
Laztgr?ilnl-ug 6 33 180 0.20 45 45 90
9 0.2 405 0.20 6.75 6.75 13.5
12 16.7 720 0.20 | 9 9 18
L 2% 83 2380 0.0 | 18 1 36
CONTACT RATING
e N
Item TRX
Contact Capacity Resistive Load 2A/30VDC
(cos@=1) 0.54/125VAC
Max. Switching Voltage 220vDC
Max. Switching Current 24
Max. Switching Power Force B0W, 62.5VA
Referenced Min. Applicable Load 0.01mA/10mvDC
\Contact Material | silver Alloy )

PERFORMANCE(at initial value)

-
Item

TRX

Contact Resistance
Operation Time

80ma
Approx. 4msec

| Release Time
Dielectric Strength
Between open contacts
Between coil & contact
| Between Contacts Poles
Surge Withstand Voltage
Between open Contacts(10x160us)
Between coil & Contacts( 2x 10us)
Shock Resistance

| Approx. 4msec

1000VAC (1 minute)
1500VAC (1 minute)
1000VAC (1 minute)

1500VAC (FCC part 68)
2500VAC (Telecordia)

Functional Tsﬂmlsl 11ms

Survival 1000m/s’ 6ms
Vibration Resistance

Functional 3.3mm D.A. 10 to 55Hz
Terminals resistance 50K max.
Temperature Range -40°C to 85°C
| Relative Humidity 35% to B5% RH

Insulation Resistance
Life Expectancy

1000 MQ Min. {at 500VDC)

Electrically 5% 3.05 ops. Min. ( 1A/30VDC)
Mechanically 1x 1l]a ops. Min. ( 2A/30VDC)
1% 10" ops. Min.
Weight Abt.2g.
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